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Materials 
1 Body Ductile Cast Iron GGG-50 

2 Bonnet Ductile Cast Iron GGG-50 

3 Wedge Ductile Cast Iron GGG-50 + EPDM 

4 Stem Stainless Steel SUS420 

5 Gasket EPDM 

6 Wedge nut Brass 

9 Handwheel nut Brass 

10 O-ring EPDM 

7 Yoke Ductile Cast Iron GGG-50 

8 Handwheel Ductile Cast Iron GGG-50 

Specifications 
Type  Rising stem gate valve 

Size DN50 to DN300 

Pressure  16 bar 

Temperature (-)10 ~ (+)80°C 

Connection EN 1092-1 PN16 flange 

Face to face EN 558 series 10 

Valves comply with BS EN 1171 

Pressure test BS EN 12266 

Contact rating WOSY-1: one set of SPDT  

10 AMPS at 125/250 VAC. 
2.5 AMPS at 30 VDC resistive.  

Features and Benefits 
- Outside stem and yoke, to see the ON/OFF position. 

- 3 O-ring sealing, zero leakage, safe and reliable.  

- Wedge with plastic guide rail on two sides, reduces 
friction, reduces torque. 

- Electrostatically applied Akzo Nobel epoxy powder internally 
and externally .  

Dimensions 

Size DN 

Installation  

Length 

PN16 

Bolt Circle  

Diameter 

PN16 

2” 50 250 125 

2.1/2” 65 270 145 

3” 80 280 160 

4” 100 300 180 

5” 125 325 210 

6” 150 350 240 

8” 200 400 295 

10” 250 450 355 

12” 300 500 410 


