BFT(A)X Flange Type Electric Eccentric Butterfly Valve

Product description

The butterfly plate of this flange butterfly valve adopts a double flat plate truss structure design to ensure the strength
of the butterfly plate and low water loss under the impact of water flow. The electric actuator connected to the main
valve can be flexibly configured according to customer needs. Suitable for use as two-way opening and closing

equipment in tap water systems, power plants and industrial pipelines



BFT(A)X Flange Type Electric Eccentric Butterfly Valve

Features

The disc adopts a double flat plate truss structure with high strength and low water loss;
The stainless steel valve seat is fixed in the valve body cavity and will never fall off;
The sealing ring is fixed to the butterfly plate through a pressure plate, the compression amount is

adjustable and easy to replace;

Special tangential pin connection can tightly combine the butterfly plate and valve stem without loosening;

The axial position of the disc is adjustable;

Oil-free bronze self-lubricating bearings to reduce torque;
"V" type rubber, self-tightening shaft seal design;
Non-toxic epoxy resin electrostatic spraying.

Product Standards

Design and manufacturing standard: GB/T12238
Flange connection standard: GB/T17241.6

Top flange standard: 1SO5211

Structural length standard: GB/T12221
Inspection and test standard: GB/T13927

Technical Parameters

Nominal diameter: DN300~DN4000 (12"~160")
Nominal pressure: PN10 / PN16

Working temperature: 0°C~85°C

Sealing test: 1.1PN

Shell test: 1.5PN

Applicable medium: water

Power supply: 380V, 50HZ

Electrical type: switch type / regulating type
(Special instructions are required when ordering if
signal output is required)

Electric Flange Type Eccentric Butterfly Valve Electric Actuator

Basic parameters: Voltage: 380V 50Hz

Noise level: less than 61dB(A) within 1m

Ambient temperature: -30 deg C~+70 deg C

Standard configuration: Protection level: IP68

Motor specification: F class motor

Signal feedback output: Valve closing contact/valve opening contact

Fault signal: Fault alarm: power failure, motor overheating, phase loss, over torque,

signal failure, etc. Valve position display: LCD liquid crystal display

On-site control: button control (on/off/local/remote control)/infrared remote control

Manual switching: manual clutch

H1

Safety protection: torque protection; motor overheating protection; automatic correction of phase sequence

Cable inlet size: one M40, two M25 standard cable interfaces

Material Description

Body Ductile Iron
Disc Ductile Iron
Stem Stainless steel
Seat Stainless steel

O-Ring NBR

Pin

Stainless steel

Bearing Bronze+PTFE
V-Ring NBR
O-Ring EPDM
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BFT(A)X Flange Type Electric Eccentric Butterfly Valve

Dimensions (ON/OFF) - PN10

BFTX-0300B 12” 178 12-23 28101095008
BFTX-0350B 147 350 190 429 460 505 16-23 320 340 — — 28101195007
BFTX-0400B 16” 400 216 480 515 565 16-28 350 360 — — 28101190302
BFTX-0450B 18” 450 222 530 565 615 20-28 380 385 — — 28101197007
BFTX-0500B 20”7 500 229 582 620 670 20-28 410 425 — — 28101190305
BFTX-0600B 24” 600 267 682 725 780 20-31 470 515 — — 28101190306
BFTX-0700B 28” 700 292 794 840 895 24-31 535 560 — — 28101190307
BFTX-0800B 32”7 800 318 901 950 1015 24-34 587 625 405 370 28101190360
BFTX-0900B 36” 900 330 1001 1050 1115 28-34 673 715 435 400 28101190361
BFTX-1000B 40” 1000 410 1112 1160 1230 28-37 733 760 475 440 281011A4003
BFTX-1200B 18” 1200 470 1328 1380 1455 32-40 863 900 550 515 281011A5003
BFTX-1400B 56" 1400 530 1530 1590 1675 36-43 982 1050 647 612 281011A3004
BFTX-1600B 64” 1600 600 1750 1820 1915 40-49 1103 1150 725 690 281011A5004
BFTX-1800B 72" 1800 670 1950 2020 2115 44-49 1270 1400 935 900 281011C0017
BFTX-2000B 80” 2000 760 2150 2230 2325 48-49 1375 1450 1005 870 28101190315
BFTX-2200B 88” 2200 800 2365 2440 2550 52-56 1605 1520 1205 1100 28101170269
BFTX-2400B 96” 2400 850 2558 2650 2760 56-56 1580 2300 1305 1200 28101170270
BFTX-26008 104” 2600 900 2780 2850 2960 60-56 1660 2380 1405 1300 28101170271
BFTX-2800B 12" 2800 950 3000 3070 3185 64-62 1800 2480 1505 1400 28101170272
BFTX-3000B 120" 3000 1000 3210 3290 3405 68-62 1950 2600 1605 1500 28101170273

BFTX-3200B 128” 3200 1100 3410 3500 3610 72-62 2100 2750 1705 1600 28101170274

Overall dimensions (adjustable type) - PN10
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BFAX-0300B 12-23 28101095016
BFAX-0350B 1/1” 350 190 429 460 505 16-23 320 340 — — 28101190317
BFAX-0400B 16” 400 216 480 515 565 16-28 350 360 — — 28101190318
BFAX-0450B 18” 450 222 530 565 615 20-28 380 385 — — 28101190319
BFAX-0500B 20” 500 229 582 620 670 20-28 410 425 — — 28101190320
BFAX-0600B 24”7 600 267 682 725 780 20-31 470 515 — — 28101190321
BFAX-0700B 28” 700 292 794 840 895 24-31 535 560 — — 28101190322
BFAX-0800B 32" 800 318 901 950 1015 24-34 587 625 405 370 28101190309
BFAX-0900B 36”7 900 330 1001 1050 1115 28-34 673 715 435 400 28101190310
BFAX-1000B 40" 1000 410 1112 1160 1230 28-37 733 760 475 440 28101190311
BFAX-1200B 48” 1200 470 1328 1380 1455 32-40 863 900 550 515 28101190362
BFAX-1400B 56” 1400 530 1530 1590 1675 36-43 982 1050 647 612 28101190363
BFAX-1600B 64" 1600 600 1750 1820 1915 40-49 1103 1150 725 690 28101190364
BFAX-1800B 72" 1800 670 1950 2020 2115 44-49 1270 1400 935 900 28101190365
BFAX-2000B 80” 2000 760 2150 2230 2325 48-49 1375 1450 1005 870 28101190366

BFAX-2200B 88” 2200 800 2365 2440 2550 52-56 1605 1520 1205 1100 28101170365
BFAX-2400B 96” 2400 850 2558 2650 2760 56-56 1580 2300 1305 1200 28101170366
BFAX-2600B 104” 2600 900 2780 2850 2960 60-56 1660 2380 1405 1300 28101170367
BFAX-2800B 1127 2800 950 3000 3070 3185 64-62 1800 2480 1505 1400 28101170368
BFAX-3000B 120”7 3000 1000 3210 3290 3405 68-62 1950 2600 1605 1500 28101170369
BFAX-3200B 128” 3200 1100 3410 3500 3610 72-62 2100 2750 1705 1600 28101170370
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BFT(A)X Flange Type Electric Eccentric Butterfly Valve

Dimensions (ON/OFF) - PN16

BFTX-0300C 12-28 28101095016
BFTX-0350C 14” 350 190 429 470 520 16-28 320 340 — — 28101195008
BFTX-0400C 16” 400 216 480 525 580 16-31 350 360 — — 28101170234
BFTX-0450C 18” 450 222 548 585 640 20-31 380 385 — — 28101197008
BFTX-0500C 20”7 500 229 609 650 715 20-34 410 425 — — 28101190419
BFTX-0600C 24”7 600 267 720 770 840 20-37 470 515 — — 281011A0008
BETX-0700C 28” 700 292 794 840 910 24-37 535 560 — — 28101170235
BFTX-0800C 32” 800 318 901 950 1025 24-40 587 625 405 370 281011A2004
BFTX-0900C 36”7 900 330 1001 1050 1125 28-40 673 715 435 400 28101170256
BETX-1000C 10" 1000 410 1112 1170 1255 28-43 733 760 475 440 28101170257
BFTX-1200C 48” 1200 470 1328 1390 1485 32-49 863 900 550 515 28101170258
BFTX-1400C 56” 1400 530 1530 1590 1685 36-49 982 1050 647 612 28101170259
BETX-1600C 64” 1600 600 1750 1820 1930 40-56 1103 1150 725 690 28101170260
BFTX-1800C 72" 1800 670 1950 2020 2130 44-56 1270 1400 935 900 28101170261

BFTX-2000C 80" 2000 760 2150 2230 2345 48-62 1375 1450 1005 870 28101170262
BFTX-2200C 88” 2200 800 2370 2440 2550 52-62 1605 1520 1205 1100 28101170263
BFTX-2400C 96” 2400 850 2558 2650 2765 56-62 1580 2300 1305 1200 28101170264
BETX-2600C 104” 2600 900 2780 2850 2965 60-62 1660 2380 1405 1300 28101170265
BFTX-2800C 112" 2800 950 3000 3070 3190 64-66 1800 2480 1505 1400 28101170266
BFTX=3000C 120”7 3000 1000 3210 3290 3410 68-66 1950 2600 1605 1500 28101170267
BFTX-3200C 128” 3200 1100 3410 3500 3620 72-70 2100 2750 1705 1600 28101170268

Dimensions (Adjustable type) - PN16

BFAX-0300C 12-28 28101170324
BFAX-0350C 14" 350 190 429 470 520 16-28 320 340 — — 28101170325
BFAX-0400C 16” 400 216 480 528 580 16-31 350 360 — — 28101170326
BFAX-0450C 18” 450 20 548 585 640 20-31 380 385 — — 28101170327
BFAX-0500C 20” 500 229 609 650 715 20-34 410 425 — — 28101170328
BFAX=0600C 24" 600 267 720 770 840 20-37 470 515 — — 28101170329
BFAX-0700C 28” 700 292 794 840 910 24=37 535 560 — — 28101170330
BFAX-0800C 32”7 800 318 901 950 1025 24-40 587 625 405 370 28101170371
BFAX=0900C 36” 900 330 1001 1050 1125 28-40 673 715 435 400 28101170372
BFAX-1000C 40” 1000 410 1112 1170 1255 28-43 733 760 475 440 28101170373
BFAX-1200C 18” 1200 470 1328 1390 1485 32-49 863 900 550 Sill5 28101170374
BFAX-1400C 56” 1400 530 1530 1590 1685 36-49 982 1050 647 612 28101170375
BFAX-1600C 64” 1600 600 1750 1820 1930 40-56 1103 1150 725 690 28101170376
BFAX=1800C 72" 1800 670 1950 2020 2130 44-56 1270 1400 935 900 28101170377
BFAX-2000C 80” 2000 760 2150 2230 2345 48-62 1375 1450 1005 870 28101170378
BFAX-2200C 88” 2200 800 2370 2440 2550 52-62 1605 1520 1205 1100 28101170379

BFAX=2400C 96” 2400 850 2558 2650 2765 56-62 1580 2300 1305 1200 28101170380
BFAX-2600C 104” 2600 900 2780 2850 2965 60-62 1660 2380 1405 1300 28101170381
BFAX-2800C 1127 2800 950 3000 3070 3190 64-66 1800 2480 1505 1400 28101170382
BFAX-3000C 120”7 3000 1000 3210 3290 3410 68-66 1950 2600 1605 1500 28101170383
BFAX-3200C 128” 3200 1100 3410 3500 3620 72-70 2100 2750 1705 1600 28101170384




