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YSTF Series Y-Strainer

* PN10,PN25 valves are in products range, for further details please contact our sales team.

YSTF Series  Y-Strainer
 PN16 Flanged

Features and benefits:

Weight (kg)D2NO Size DN L H
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65
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100
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150

200
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350
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230
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310

350

400

480

600

730

850

980

1100

140
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250

308

406
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596

99

118

132

156

184

211

266

319

370

429

480

D1

125

145

160

180

210

240

295

355

410

470

525

10.40

13.80

16.60

23.20

32.50

43.90

66.10

113.50

151.50

239.50

380.00

n-φd

4-19

4-19

8-19

8-19

8-19

8-23

12-23

12-28

12-28

16-28

16-31

28151070012

28151080012

28151080013

28151080014

28151090013

28151090014

28151090016

28151090018

28151090020

28151090022

28151090024

Y0050CFCMN01SE

Y0065CFCMN01SE

Y0080CFCMN01SE

Y0100CFCMN01SE

Y0125CFCMN01SE

Y0150CFCMN01SE

Y0200CFCMN01SE

Y0250CFCMN01SE

Y0300CFCMN01SE

Y0350CFCMN01SE

Y0400CFCMN01SE

Y0050CFCMN01SO

Y0065CFCMN01SO

Y0080CFCMN01SO

Y0100CFCMN01SO

Y0125CFCMN01SO

Y0150CFCMN01SO

Y0200CFCMN01SO

Y0250CFCMN01SO

Y0300CFCMN01SO

Y0350CFCMN01SO

Y0400CFCMN01SO

2″

21/2″

3″

4″

5″

6″

8″

10″

12″

14″

16″

Europe Code Other Code

Y Strainer - YSTF

Applicable Standards:
Connection standard: BS EN 1092-2

Pressure test standard: BS EN 12266-2003

Face to face standard: BS EN558-1 Series1

Materials Specifications

Technical Data:
Size: DN50～DN400(2″～16″)

Nominal pressure: PN 16

Temperature range: 0°C ~ 80°C

Suitable for: Water

Material Certification:
Epoxy powder WRAS Certification NO: 1112500

Rubber Parts WRc-NSF Test Reports NO: MAT/LAB 550C/1

Sealing Parts Test Reports NO: CE/2012/20910

ComponentNo. 
Body
Cover
Screen
Gasket

1
2
3
4

Material
Ductile Iron, GGG50
Ductile Iron, GGG50
304 Stainless Steel, BS970 
Rubber, EPDM

Mesh Data (mm)

DN

50
65
80
100
125
150
200
250
300
350
400

H

109
136
159
189
223
262
330
401
461
633
700

φD

60
75
90
110
135
160
210
260
310
360
410

D1

4
4
4
4
5
5
7
7
7
7
7

φD2

φ2
φ2
φ2
φ2
φ3
φ3
φ5
φ5
φ5
φ5
φ5

t

0.8
0.8
0.8
0.8
0.8
0.8
1.2
1.2
1.2
1.2
1.2

Filter area

333%
307%
284%
265%
245%
237%
221%
213%
207%
237%
229%

Kv(m3/h)

66.7
89.0
127.0
200.0
364.0
494.0
937.0
1137.0
1844.0
2215.0
3250.0

ξ Rate

2.20
3.50
4.00
3.90
2.60
3.30
2.90
4.80
3.80
4.80
3.80
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Note: Screen with  supporting leg for 
          DN150 and above, protect screen 
          be damaged by water flow.• Body and cover are in ductile iron for

long product life cycle.
• Screen is punched stainless steel plate
• Screen is supported by a leg for DN150

and above, this device protects the screen
from potential damage.

• Large filter area: lower pressure drop.
• Electrostatically applied Akzo Nobel epoxy

powder internally and externally.


