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Product
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Control
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 Type of actuator  

D. 
Body

E.
Trim
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Seal

  G.
 Packing 

H.
 Pressure

I. 
 Connection
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Valve size

Specification

Art. B400/B410/B420-Series Art. B400/B410/B420-Series

B400/B410/B420 Series lined butterfly valve

The above information is  for reference only and 
Aisenberg reserves the right to alter without prior 
notice

DESIGN
The valve body has a split structure,two flanges 
wafer connection
EN DIN 2632/PN10/16 ASME B16.5 ANSI 150

CONNECTION
Wafer flange DN 40 - DN 600 
Bigger sizes on request

OPERATION
90 ° rotation of the handle, Each 10°lockable,
physical indicator

PRESSURE RANGE
PN10
PN16/150LB

MATERIALS
Body:         WCB
                  CF8
                  CF8M

Disc:          WCB+PTFE
                  WCB+PFA
                  CF8+PTFE
                  CF8+PFA

Packing:      PTFE

Shaft:         Stainless steel 

Seat:           PTFE/RPTFE/PFA

Handle:      GGG40

FACE TO FACE LENGTH
DIN3203/K1.(ISO 5752) DIN 3202/K1.
(ISO 5752)API609 Table A

Type:
B400/410/420
Handle lined butterfly valve/
High platform lined butterfly 
valve
PN10/PN16/150LB
WCB+PTFE
WCB+PFA
CF8+PTFE
CF8+PFA

TEMPERATURE RANGE
-30°C - +120°C

Butterfly valve opening Cv value

Butterfly valve torque value
DN 40 50 65 80 100 125 150 200 250 300 350 400 450 500 600

Size(in) 1½ " 2" 2½" 3" 4" 5" 6" 8" 10" 12" 14" 16" 18" 20" 24"

MD(Nm) 30 35 40 54 80 150 216 410 680 900 1120 2203 2800 3500 4610

.Standard torque value is a measure of PTFE seat and PTFE disc.Test condition: dry medium under 20°C

.Please consult the technical depaitment in case of special working contact.

Disc Opening

25°
30°
35°
40°
45°
50°
55°
60°
65°
70°
75°
80°
85°
90°

DN40

1
2
5
7

12
16
22
27
34
44
51
53
57
60

DN50

3
6
9
15
21
31
42
55
73
90
105
112
118
121

DN65

6
9

18
34
47
71
92

124
163
202
235
251
264
272

DN80

8
15
28
38
58
80

111
146
189
256
339
402
438
476

DN100

15
29
53
70

105
145
198
260
341
462
608
723
792
857

DN125

25
48
84

112
169
235
319
421
551
748
980

1165
1276
1382

DN150

65
96

155
209
283
340
457
582
705
928

1308
1710
1992
2282

DN200

118
176
278
373
503
607
809

1030
1249
1644
2312
3031
3526
4037

DN250

199
298
407
553
705
966

1275
1564
1998
2464
3261
4029
4446
4821

DN300

289
437
621
862

1164
1462
1832
2352
3249
3838
5635
6261
7014
7054

DN350

349
649
867

1199
1645
2097
2675
3397
4343
5342
6954
8738
9505

10050

DN400

523
875

1219
1616
2145
2648
3826
4578
5925
7202

10025
11778
12745
13464

DN450

603
1118
1615
2064
2883
3614
4892
5851
7183
9206

12778
15064
16213
17218

DN500

913
1413
2069
2609
3589
4563
6024
7393
9826

12623
15632
19015
20268
21745

DN600

1130
1889
2887
3716
4856
6258
8135

10131
13928
15946
21278
26225
29260
29802

.Cv value is the volume of disc water passing through the butterfly valve at a certain opening and pressure perhour. (m³/h)

.The above data are measured under of 0.01Mpa. (For reference only)

OPTIONS
Electrical position indicator
Lengthened handle
Handwheel device

B400=Wafered Lined Butterfly Valve
B410=Lugged  Lined Butterfly Valve
B420=Double Flangedd  Lined 
          Butterfly Valve

F=WCB+PFA
G=WCB+PTFE
J=304+PTFE
K=304+PFA
Q=316+PTFE
R=316+PFA

P=PTFE
R=RPTFE

F=VITON A=PN10
B=PN16/150LB

A=ASME FLANGE
C=GB FLANGE
D=DIN FLANGE

17=1 1/2"(DN40)
18=2" (DN50)
19=2 1/2" (DN65)
20=3"  (DN80)
21=4"  (DN100)
22=5"  (DN125)
23=6"  (DN150)
24=8"  (DN200)

25=10" DN250
26=12" DN300
27=14" DN350
28=16" DN400
29=18" (DN450)
30=20"(DN500)
31=24"(DN600)

A=Manual
B=Pneumatic Piston Actuator
P=Basic Electric Actuator
0=NONE

2=WCB
4=CF8
6=CF8M

L=Lever
W=Handwheel
U=ISO5211 Lever
D=Double Acting
S=Single Acting FC
P=Single Acting FO
E=220VAC Electric Actuator(ON/OFF)
F=24VDC Electric Actuator(ON/OFF)
M=380VAC Electric Actuator(ON/OFF)
G=220VAC Electric Actuator(Control)
H=24VDC Electric Actuator(Control)
J=380VAC Electric Actuator(Control)
K=220VAC Explosion Proof Electric Actuator(ON/OFF)
N=24VDC Explosion Proof Electric Actuator(ON/OFF)
Q=380VAC Explosion Proof Electric Actuator(ON/OFF)
R=220VAC Explosion Proof Electric Actuator(Control)
T=24VDC Explosion Proof Electric Actuator(Control) 
V=380VAC Explosion Proof Electric Actuator(Control)
0=NONE



Parts list

9

9 10

9

1

Art. B400/B410/B420-SeriesArt. B400/B410/B420-Series

2

3
6
7
8

8
7
6

5

5

4

11

11

12

CF8+PTFE
WCB+PTFE
WCB+PFA
CF8+PFA

No. Description Material
WCB 
CF8 
CF8M 
PTFE/RPTFE/PFA
FKM

5 Spring washer Silicone
6 Washer PTFE
7 Gland CF8 

FPM
Silicone
PTFE
Bronze
F316L/PTFE

10 Screw Steel
FPM
Silicone
FPM/PTFE
410
F304/316/17-4PH

12 Stem

9 Orientation cover 

11 O-ring

1 Body

3 Elastomer 

4 Disc

8 O-ring

Seat2

Dimension

WAFER

L

Ø
d

Z

45°

C

□S
W

18"-24"

F

H
M

A

Ø
TØ
d

L
Z

45°

C

□S
W

11/2"-16"

H
M

F

A

Ø
T

n-Øm

n-Øm

ØT n-Øm ØT n-Øm ØT n-Øm

40 1-1/2" 12 50 83 84 33 72 100 11 50 F05 110 4-Ø18 110 4-Ø18 98.5 4-Ø15

50 2" 12 63 100 100 43 72 110 11 50 F05 125 4-Ø18 125 4-Ø18 120.7 4-Ø19

65 2-1/2" 12 72 120 118 46 72 125 11 50 F05 145 4-Ø18 145 4-Ø18 139.7 4-Ø19

80 3" 12 80 130 130 46 72 136 11 50 F05 160 8-Ø18 160 8-Ø18 152.4 4-Ø19

100 4" 16 111 160 157 52 90 151 14 70 F07 180 8-Ø18 180 8-Ø18 190.5 8-Ø19

125 5" 19 124 177 177 56 90 170 17 70 F07 210 8-Ø18 210 8-Ø18 215.9 8-Ø19

150 6" 19 138 207 206 56 90 190 17 70 F07 240 8-Ø22 240 8-Ø22 241.3 8-Ø22

200 8" 24 171 258 258 60 120 222 22 102 F10 295 8-Ø22 295 12-Ø22 298.5 8-Ø22

250 10" 24 209 315 315 68 120 270 22 102 F10 350 12-Ø23 355 12-Ø26 362 12-Ø26

300 12" 29 230 366 366 78 135 290 27 125 F12 400 12-Ø23 410 12-Ø26 431.8 12-Ø26

350 14" 29 261 416 415 78 135 325 27 125 F12 460 16-Ø23 470 16-Ø26 476.3 12-Ø29

400 16" 38 285 470 470 102 180 342 36 140 F14 515 16-Ø25 525 16-Ø30 539.8 16-Ø29

450 18" 38 305 602 500 114 172 375 36 140 F14 565 20-Ø25 585 20-Ø30 577.9 16-Ø32

500 20" 48 338 657 550 127 210 415 46 165 F16 620 20-Ø25 650 20-Ø33 635 20-Ø32

600 24" 48 398 780 648 154 210 479 46 165 F16 725 20-Ø30 770 20-Ø36 749.3 20-Ø35

PN16 150LB
ØdDN CMASize ISO5211ZSWHFL

PN10



Dimension

LUG

H
M

F

A

Ø
d

L

45°

Z

C

□S
W

Ø
T

L

45°
Z

45°

F

A

H
M

C

L

Ø
d

□S
W

Ø
T

Dimension

FLANGE

n-Øm n-
Ø

m

ØT n-Øm ØT n-Øm ØT n-Øm

40 1-1/2" 12 50 145 84 106 72 100 11 50 F05 110 4-Ø18 110 4-Ø18 98.5 4-Ø15

50 2" 12 63 160 100 108 72 110 11 50 F05 125 4-Ø18 125 4-Ø18 120.7 4-Ø19

65 2-1/2" 12 72 180 118 112 72 125 11 50 F05 145 4-Ø18 145 4-Ø18 139.7 4-Ø19

80 3" 12 80 195 130 114 72 136 11 50 F05 160 8-Ø18 160 8-Ø18 152.4 4-Ø19

100 4" 16 111 215 157 127 90 151 14 70 F07 180 8-Ø18 180 8-Ø18 190.5 8-Ø19

125 5" 19 124 245 177 140 90 170 17 70 F07 210 8-Ø18 210 8-Ø18 215.9 8-Ø19

150 6" 19 138 280 206 140 90 190 17 70 F07 240 8-Ø22 240 8-Ø22 241.3 8-Ø22

200 8" 24 171 335 258 152 120 222 22 102 F10 295 8-Ø22 295 12-Ø22 298.5 8-Ø22

250 10" 24 209 390 315 165 120 270 22 102 F10 350 12-Ø23 355 12-Ø26 362 12-Ø26

300 12" 29 230 440 366 178 135 290 27 125 F12 400 12-Ø23 410 12-Ø26 431.8 12-Ø26

350 14" 29 261 500 415 190 135 325 27 125 F12 460 16-Ø23 470 16-Ø26 476.3 12-Ø29

400 16" 38 285 565 470 216 180 342 36 140 F14 515 16-Ø25 525 16-Ø30 539.8 16-Ø29

PN10 PN16 150LB
L F H SW Z ISO5211DN Size A M C Ød

ØT n-Øm ØT n-Øm ØT n-Øm

40 1-1/2" 12 50 164 84 33 72 100 11 50 F05 110 4-M16 110 4-M16 98.5 4-M12

50 2" 12 63 170 100 43 72 110 11 50 F05 125 4-M16 125 4-M16 120.7 4-M16

65 2-1/2" 12 72 180 118 46 72 125 11 50 F05 145 4-M16 145 4-M16 139.7 4-M16

80 3" 12 80 210 130 46 72 136 11 50 F05 160 8-M16 160 8-M16 152.4 4-M16

100 4" 16 111 240 157 52 90 151 14 70 F07 180 8-M16 180 8-M16 190.5 8-M16

125 5" 19 124 290 177 56 90 170 17 70 F07 210 8-M16 210 8-M16 215.9 8-M16

150 6" 19 138 315 206 56 90 190 17 70 F07 240 8-M20 240 8-M20 241.3 8-M20

200 8" 24 171 378 258 60 120 222 22 102 F10 295 8-M20 295 12-M20 298.5 8-M20

250 10" 24 209 450 315 68 120 270 22 102 F10 350 12-M20 355 12-M24 362 12-M22

300 12" 29 230 520 366 78 135 290 27 125 F12 400 12-M20 410 12-M24 431.8 12-M22

350 14" 29 261 565 415 78 135 325 27 125 F12 460 16-M20 470 16-M24 476.3 12-M27

400 16" 38 285 630 470 102 180 342 36 140 F14 515 16-M24 525 16-M27 539.8 16-M27

PN10 PN16 150LB
L F H SW Z ISO5211DN Size A M C Ød

Art. B400/B410/B420-SeriesArt. B400/B410/B420-Series



Dimension

L1
L2

L3

Handle

A向A

C

G

A

HandWheel
DN250-600 valve use

DN50-DN200 valve use

Ø
W

E

DN L1 L3 A C E G ØW

25 115 30 120 80 110 50 140

32 115 30 120 80 110 50 140

40 115 30 120 80 110 50 140

50 170 70 120 80 110 50 140

65 170 70 120 80 110 50 140

80 170 70 120 80 110 50 140

100 215 80 110 100 130 55 140

125 215 80 110 100 130 55 140

150 215 80 110 100 130 55 140

200 355 30 175 140 187 68 250

250 - - 175 140 187 68 250

300 - - 185 154 210 78 290

350 - - 185 154 210 78 290

400 - - 301 257 252 94 350

450 - - 301 257 252 94 350

500 - - 254 199 199 155 300

600 - - 301 256 256 174 400

Type:
B400/B410/B420 
Pneumatic lined 
butterfly valve
PN10/PN16/150LB

DESIGN
The valve body has a split structure,two flanges 
wafer connection, the standard
EN DIN 2632/PN10/16 ASME B16.5 ANSI 150

CONNECTION
Wafer flange DN50-DN600 
Bigger sizes on request

TEMPERATURE RANGE
 -30°C-+120°C

PRESSURE RANGE
PN10
PN16/150LB

Specification

FACE TO FACE LENGTH
DIN3203/K1.(ISO 5752) DIN 3202/K1.
(ISO 5752)API609 Table A

OPTIONS
3/2-ways or 5/2-ways valve,limit switch,
positioner,filter reducer,manual clutch

EXTERNAL TEMPERATURE RANGE
-20°C - +70°C
 
PILOT MEDIA
Filtered gases (oil, ash and water removal)

WCB+PTFE
WCB+PFA
CF8+PTFE
CF8+PFA

OPERATION
Pneumatic double-acting or single-acting

B400/B410/B420 Series Pneumatic lined butterfly valve

The above information is  for reference only and 
Aisenberg reserves the right to alter without prior 
notice

Art. B400/B410/B420-SeriesArt. B400/B410/B420-Series

MATERIALS
Body:         WCB
                  CF8
                  CF8M

Disc:          WCB+PTFE
                  WCB+PFA
                  CF8+PTFE
                  CF8+PFA

Packing:      PTFE

Shaft:         Stainless steel 

Seat:           PTFE/RPTFE/PFA

Handle:      GGG40



Dimension

Wafer LUG

H

A

0°90°

B

WAFER

90°

B

L

DA75

DA75

DA75

DA83

DA92

DA105

DA125

DA140

DA140

DA160

DA160

DA190

DA210

DA240

DA270

SR92

SR92

SR105

SR105

SR125

SR140

SR140

SR160

SR190

SR210

SR240

SR270

SR270

SR300

SR350

184
262
184
262
184
268
204
268
262
301
268
394
301
394
394
458
394
528
458
532
458
660
528
740
532
740
660
798
740
880

95
109
95
109
95
121
103
121
109
143
121
152
143
152
152
174
152
206
174
226
174
260
206
294
226
294
260
336
294
385

230
247
240
257
255
288
275
299
298
336
333
363
375
393
425
494
473
532
518
577
553
646
587
702
662
735
736
799
839
917

A B HØdSIZE DN L

40

50

65

80

100

125

150

200

250

300

350

400

450

500

600

33

43

46

46

52

56

56

60

68

78

78

102

114

127

154

84

100

118

130

157

177

206

258

315

366

415

470

500

550

648

Art. B400/B410/B420-SeriesArt. B400/B410/B420-Series

1-1/2"

2"

2-1/2"

3"

4"

5"

6"

8"

10"

12"

14"

16"

18"

20"

24"

90°

B A
0°

FLANGE
Dimension

H

L

DA75

DA75

DA75

DA83

DA92

DA105

DA125

DA140

DA140

DA160

DA160

DA190

SR92

SR92

SR105

SR105

SR125

SR140

SR140

SR160

SR190

SR210

SR240

SR270

184
262
184
262
184
268
204
268
262
301
268
394
301
394
394
458
394
528
458
532
458
660
528
740

95
109
95

109
95

121
103
121
109
143
121
152
143
152
152
174
152
206
174
226
174
260
206
294

220
237
230
247
245
278
265
289
288
326
323
363
365
383
415
484
463
532
508
577
543
646
587
702

HBSIZE DN L A

40

50

65

80

100

125

150

200

250

300

350

400

Actuator Model

1-1/ 2"

2"

2-1/ 2"

3"

4"

5"

6"

8"

10"

12"

14"

16"

106

108

112

114

127

140

140

152

165

178

190

216

Actuator Model



Dimension
WAFER

Wafer LUG

H

AB B

L

HB50
HBX50
HB50

HBX50
HB50

HBX50
HB100

HBX100
HB100

HBX100
HB200

HBX200
HB200

HBX200
HB400

HBX400
HB400

HBX400
HB600

HBX600
HB1000

-
HB1000

-
HB1000

-
HB2000

-
HB2000

-

165
170.5
165

170.5
165

170.5
211.5
217.5
211.5
217.5
259

217.5
259

217.5
259

266.5
259

266.5
259

266.5
283

-
283

-
283

-
283

-
283

-

140.5
120.5
140.5
120.5
140.5
120.5
154
139
154
139
186
139
186
139
186
170
186
170
186
170
193

-
193

-
193

-
193

-
193

-

237.5
250

247.5
260

262.5
275

304.5
318

319.5
333
373
352
393
372
425
435
473
483
493
503

554.5
-

571.5
-

604.5
-

644.5
-

708.5
-

SIZE DN Actuator Model A B HL

33

43

46

46

52

56

56

60

68

78

78

102

114

127

154

40

50

65

80

100

125

150

200

250

300

350

400

450

500

600

1-1 /2"

2"

2-1 /2"

3"

4"

5"

6"

8"

10"

12"

14"

16"

18"

20"

24"

DESIGN
The valve body has a split structure,two flanges 
wafer connection
EN DIN 2632/PN10/16 ASME B16.5 ANSI 150

CONNECTION
Wafer flange DN40-DN600 
Bigger sizes on request

PRESSURE RANGE
PN10
PN16/150LB

Specification

FACE TO FACE LENGTH
DIN3203/K1.(ISO 5752) DIN 3202/K1.
(ISO 5752)API609 Table A

EXTERNAL TEMPERATURE RANGE
-20°C - +60°C
 

OPTIONS
Potentiometer modulate type 4-20mA
Exd IIB T4 For more requests please contact us

OPTIONAL VOLTAGE
24V DC,24V AC,110V AC,220V AC,380V AC

PROTECTION
IP 67

STANDARD EQUIPMENT

OPERATION
Electric with handle operation

TEMPERATURE RANGE
-30°C - +120°C

Type:
B400/B410/B420 
Electric lined 
butterfly valve 
PN10/PN16/150LB

Art. B400/B410/B420-Series Art. B400/B410/B420-Series

B400/B410/B420 Series Electric lined butterfly valve

WCB+PTFE
WCB+PFA
CF8+PTFE
CF8+PFA

The above information is  for reference only and 
Aisenberg reserves the right to alter without prior 
notice

MATERIALS
Body:         WCB
                  CF8
                  CF8M

Disc:          WCB+PTFE
                  WCB+PFA
                  CF8+PTFE
                  CF8+PFA

Packing:      PTFE

Shaft:         Stainless steel 

Seat:           PTFE/RPTFE/PFA

Handle:      GGG40



Dimension
FLANGE

H

AB

L

Art. B400/B410/B420-Series

165
170.5
165

170.5
165

170.5
211.5
217.5
211.5
217.5
259

217.5
259

217.5
259

266.5
259

266.5
259

266.5
283

-
283

-

165
170.5
165

170.5
165

170.5
211.5
217.5
211.5
217.5
259

217.5
259

217.5
259

266.5
259

266.5
259

266.5
283

-
283

-

140.5
120.5
140.5
120.5
140.5
120.5
154
139
154
139
186
139
186
139
186
170
186
170
186
170
193

-
193

-

237.5
250

247.5
250

262.5
275

304.5
318

319.5
333
373
352
393
372
425
435
473
483
493
503

554.5
-

571.5
-

SIZE DN Actuator Model A B HL

40

50

65

80

100

125

150

200

250

300

350

400

1-1/ 2"

2"

2-1/ 2"

3"

4"

5"

6"

8"

10"

12"

14"

16"

106

108

112

114

127

140

140

152

165

178

190

216

HB50
HBX50
HB50

HBX50
HB50

HBX50
HB100

HBX100
HB100

HBX100
HB200

HBX200
HB200

HBX200
HB400

HBX400
HB400

HBX400
HB600

HBX600
HB1000

-
HB1000

-


