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Specifications 

1 Body Ductile Cast Iron GGG-50 

2 Bonnet 
DN65 ~ 150 Stainless Steel SUS304 
DN200 ~ 300 Ductile Cast Iron GGG-50 

3 Disc Brass HPb59-1 

4 Stem Brass HPb59-1 

5 Gland Stainless Steel SUS304 

6 Sealing EPDM 

7 Stem Stainless Steel SUS304 

8 Pressure 16 bar 

9 Temperature 80°C 

10 Connection EN 1092-2 PN16 flange 

11 Operation Manual on/oƯ handle lever 

Features and Benefits 

Floating O-ring, zero leakage. 

Y-shaped structure, large flow adjustment range 

Build-in memory shaft, maximum opening position adjustable and 
lockable. 

Self-balancing cartridge disc design, low torque for operating. 

Dimensions 

Size DN 
Installation Length  

L (mm) 
Bolt Circle & Hole 
ØD x n-Ød (mm) 

2.1/2” 65 290 145 x 4-18 

3” 80 310 160 x 8-18 

4” 100 350 180 x 8-18 

5” 125 400 210 x 8-18 

6” 150 480 240 x 8-22 

8” 200 600 295 x 12-22 

10” 250 730 355 x 12-26 

12” 300 850 410 x 12-26 
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Dimensions 

Size DN 
Installation Length  

L (mm) 
Bolt Circle & Hole 
ØD x n-Ød (mm) 

3/4” 20  75 x 4-14 

1” 25  85 x 4-14 

1.1/4” 32  100 x 4-18 

1.1/2 40  110 x 4-18 

2” 50 178 125 x 4-18 

2.1/2” 65 190 145 x 4-18 

3” 80 203 160 x 8-18 

4” 100 229 180 x 8-18 

5” 125 254 210 x 8-18 

6” 150 267 240 x 8-22 

8” 200 292 295 x 12-22 

10” 250 330 355 x 12-26 

12” 300 356 410 x 12-26 

14” 350 381 470 x 16-26 

16” 400 406 525 x 16-30 

18” 450 432 585 x 20-30 

20” 500 457 650 x 20-33 

24” 600 508 770 x 20-36 


